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Tri-Mist 850 G2
Oil mist filtration system

Overview Item Units Tri-Mist 850 G2 

Application Metalworking fluid and oil mist

Capacity (nominal) m3/h 85-1445

Efficiency ASHRAE 52.2 Up to 99%

Connections ESP power supply Solid and self-regulation

Air inlet option mm Left/Right

Airflow 50-850cfm

Electrical grade 115V, 50-60HZ, 4A

Electrical grade 208-230V, 50-60HZ, 2A

Electrical grade 400-480 V, 50-60HZ

Filters Filter/level 1

Primary filter 4” mechanical impact dust collector

Secondary filter 4.9m2 ESP filtration area 
(minimum voltage gradient is 20,000 V per inch)

Tertiary filter 4.9m2 ESP filtration area

Four-stage filter 1” thick post filter

Five-stage filter Optional high efficiency filter, 99.97%DOP@0.3uma

Motor Type Electrically commutated

Quantity 1

AC power 208~480V 50Hz/60Hz

Power supply kW 0.4,0.48

Maximum current A 1,2

Environmental protection IP54

Physical properties Width mm 610

Height mm 450

Depth mm 610

Installation weight kg 45

Noise level dB(A) <69

Impeller No vibration

Surface Powder coating inside and outside

Optional features Wind source pressure ventilation system Optional

Five-stage filter Optional

Floor stand Optional

Ceiling spreader Optional

Flexible catheter Optional
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Power connection 

The Tri-Mist 850 G2 is equipped with a 10-foot power cord. The 115 / 120 volt model includes 

a standard 15 amp rated plug. The 208-230 volt model is shipped with a 10-foot power cord 

with a 615-PA 2 pole plug. Please note that the Tri-Mist 850 G2 is not dual voltage.

INPUT:  208-230V  50/60hz  2 amps   OUTPUT: 2.1 ma@8150 Vdc

INPUT:  115V  50/60hz  4 amps   OUTPUT: 2.1 ma@8150 Vdc

Weight 45kg
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Dimensions and weight
Units: mm
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